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FIBER OPTIC LIGHTING

• Adjustable accent fixture

• Stem or surface mounting

• Multiple lens options

• Full photometrics using VLT Lux Calculator

• Display case, wine rack, residential accents

MONTEREY SERIES
Adjustable Fiber Optic Accent Fixtures
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Monterey Series - Adjustable Fiber Optic Accent Fixtures

Specifications CAT. NO.    MN - ID - SM - S - NL -

Fiber Type:

Fiber Sizes:

Ferrule Type:

Lens Type:

Beam Angle:

Mounting:

Primary Material:

PMMA or Glass

2.0mm, 3.0mm, 4.5mm

Indoor Ferrule

No Lens

54°

Threaded Stem-Mount w/ Nut

Aluminum

Description: 
Monterey Series (Roblon Ball & Socket Wide) 
adjustable, threaded stem-mount accent fixture 
with no lens; 54º beam angle; accepts PMMA 
or glass fiber up to 4.5mm; multiple finishes 
available.

Finishes Available: 
Silver (AL), Black (BL), Bronze (BZ),  
Gold Plated (GP)

Specifications CAT. NO.    MN - ID - SM - S - 12 -

Fiber Type:

Fiber Sizes:

Ferrule Type:

Lens Type:

Beam Angle:

Mounting:

Primary Material:

PMMA or Glass

2.0mm, 3.0mm, 4.5mm

Indoor Ferrule

12mm Domed Glass Lens

11° - 34°

Threaded Stem-Mount w/ Nut

Aluminum

Description: 
Monterey Series (Roblon Ball & Socket Medium)  
adjustable, threaded stem-mount accent fixture 
with 12mm domed glass lens; 11º - 34º beam 
angle (fiber size dependent); adjustable using 
zoom lens barrel; accept PMMA or glass fiber up 
to 4.5mm; multiple finishesavailable.

Finishes Available: 
Silver (AL), Black (BL), Bronze (BZ),  
Gold Plated (GP)

Specifications CAT. NO.    MN - ID - SM - S - 26 - 

Fiber Type:

Fiber Sizes:

Ferrule Type:

Lens Type:

Beam Angle:

Mounting:

Primary Material:

PMMA or Glass

2.0mm, 3.0mm, 4.5mm

Indoor Ferrule

26mm Domed Glass Lens

5° - 24°

Threaded Stem-Mount w/ Nut

Aluminum

Description: 
Monterey Series (Roblon Ball & Socket Focus) 
adjustable,  threaded stem-mount accent 
fixture with 26mm domed glass lens; 5° - 24° 
beam angle (fiber size dependent); adjustable 
using zoom lens barrel; accepts PMMA or glass 
fiber up to 4.5 mm; multiple finishes available.

Finishes Available: 
Silver (AL), Black (BL), Bronze (BZ),  
Gold Plated (GP)
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